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FEATURES
Working height

A Max. Platform height
C Min. Platform height
D x F Platform dimensions (retracted)
E x F Platform dimensions (extended)
H1 Transport height
H3 Transport height (handrail folded)
L x B Transport dimensions
G Wheel base
M Ground clearance (center)

Turning radius outside
Capacity main-platform 
Capacity roll-out deck
Lift- / lower time (max. load)
Drive speed (high)
Drive speed (low)
Tyres, tractor (foamfilled)
Gradeability
Diesel engine, Deutz
Gross weight

OPTIONS
Controlbox w/ quickdisconnect
Hourmeter
230V supply on the platform
Generator 230V
Driving, proportional
Lifting, proportional
Differential lock
Fourwheel drive (4WD)
Oscillating axle (P) 
Levelling jacks (N)
Automatic Lubrication system

SAFETY FEATURES
Scissor skirt
Drive alarm
Emergency descent

APPLICATION
Indoors
Outdoors
Certified min. Temperature

± 27 m
± 25 m
± 2,75 m
6,15 x 2,50 m
8,25 x 2,50 m
3,89 m
3,13 m
6,57 x 2,65 m
4,50 m
195 mm
± 7,65 m
1000 kg (4 pers. + 680 kg)
1000 kg (4 pers. + 680 kg)
120 / 105 sec.
4,2 km/h
0,5 km/h
15 x 19,5
± 30 %
BF4L2011
21.910 kg
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Qual i ty  extends  further

Holland Lift International B.V.
Anodeweg 1

NL-1627 LJ HOORN
T +31 (0)229 28 55 55
F +31 (0)229 28 55 50

P.O. Box 2321
NL-1620 EH  HOORN

www.hollandlift.com

A Standard    a Optional  -- Not available     Subject to change without notice.
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COMBISTARM-250
M-250DL27 4WD/P/N

M-Series
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